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Suspension Panel 600
Designed by Vincent Van Duysen, 2020

Suspended luminaire with locking system integrated, to be installed in the Infra-
Structure Episode 2 system.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling surface White
Indoor dry location Fixed
LED 600
Power LED 4.96
LED 20
No 20
Opal
1
355
40
1529
38.22
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.

2602

Download

Mounting instructions

Photometric Files
LDT /IES

Technical Drawings
2D

3D

@ Bim

Ecodesign and Energy
Labelling

Replaceable (LED only)
.| light source by a
’~ < '~ professional

03.8450.40

professional.flos.com | info@flos.com 1/3


https://professional.flos.com/en/global/product/suspension-panel-600-03.8450.40/
https://professional.flos.com/en/global/
mailto:info@flos.com
https://professional.flos.com/en/global/book-an-appointment/
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/B151B5492017CC9B7498F3E8B9C57F68/50_0826_E_infrastructureEP2_install_TR_web.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/8F48C16943C218E051B38E7FD8D2FAF1/EU_03_8450_40_XXW40_PHOTOMETRY.ZIP
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/7DA26F047F9C9D5EE0E86AA3DD5377FE/2D%20Infra-Structure%20Episode%202%20Suspension%20Panel%20600.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/64184C6F35F336C79650EEA16048321A/3D%20Infra-Structure%20Episode%202%20Suspension%20Panel%20600.zip
https://professional.flos.com/en/global/tech-spec/suspension-panel-600-03.8450.40/v-98/

Schematic light drawing

Beam Angle: 113°

h(m) E(x)  D(m)

1 534 3.02

2 134 604

3 59 9.06

4 33 12.08

5 21 15.10
Luminous flux luminaire
1529 Im
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 48
CCT (K) 2700 Driver Remote excluded
CRI> 90 Dimmable Yes
McAdam steps 3 Emergency type No

(SDCM)

LED Life / Failure Ratio L80B50

o 13

113

Notes

Each lighting element is completed by along 4m electrical cable equipped with an
output microconnector.
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Accessories & Power Supply

REQUIRED
Power supply

Electrical

LED power supply source for

remote installation, 48V/120W.

220/240 Vac

OPTIONAL
Control interface

Electrical

LED module 1/10V dimmable
control unit for 12 to 48V
equipment.
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REQUIRED
Power supply

Electrical

LED Power Supply Source for
remote installation. 48V/320W.
1007240 Vac
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wo. (D DALT |
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120V
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OPTIONAL
Control interface

Electrical

Dimmable Dali control unit for
12-48Vdc LED modules

REQUIRED
Power supply

Electrical

LED Power Supply Source for
remote installation. 48V. 100Vac
(150W)-240Vac (200W)

data sheets for all technical data. Images and colours are not part of any contract or warrantyin any way.

OPTIONAL
Control interface

Electrical

Casambi controller. Use only with
60.9361. Requires 1-10V or Dali
driver. It must be ordered
separately
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