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In  our  const a nt ly e vo lving  w or ld  a nd busine ss,  t e chn ica l  upg r a de s ha ppe n e ve r y da y.  T h is me a ns a l l  pr oduct  spe ci f ica t ions a nd da t a  a r e  sub je ct  t o  cha ng e  w i t hout  w a r n ing  in
or de r  t  impr ove  r e l ia b i l i t y,  f unct ion ,  pe r f or ma nce  or  o t he r w ise .  We  ma ke  e ve r y e f f or t  t o  e nsur e  t he  a ccur a cy o f  our  pr oduct  ima g e s,  how e ve r  due  t o  d i f f e r e nt  l ig ht ing  a nd
scr e e ns use d f or  vie w ing ,  t he  co lour s ma y va r y.  Ima g e s a r e  ind ica t ive  o f  t he  qua l i t y a nd st yle  o f  t he  pr oduct  but  ma y not  r e pr e se nt  t he  pr e cise  de t a i ls o f  t he  pr oduct  you
r e ce ive .  T h is is be ca use  w e  a r e  const a nt ly w or king  t o  ma ke  impr ove me nt s.  F or  a e st he t ic r e a sons,  ca b le s a nd/ or  e le ct r ica l  e le me nt s a r e  o f t e n  not  show n. Re f e r  t o  t e chn ica l
da t a  she e t s f o r  a l l  t e chn ica l  da t a .  Ima g e s a nd co lour s a r e  not  pa r t  o f  a ny cont r a ct  or  w a r r a nt y in  a ny w a y.

03.2631.WGA Wenge

Compass Box Small 1L
Designed by Flos Architectural, 2015

LED - LED array - 6.2W - 591lm - 3000K - CRI> 80 - Beam° 26

Surface spotlight to be installed on ceiling/wall with LED light source. Non-regulable
220-240V, 50-60Hz power supply integrated in luminaire body.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications

Mounting Ceiling surface

Enviroment Indoor dry location

LED type LED array

Lamp category LED

Ilcos No

Number of heads 1

Power (W) 6.2

Source flux (lm) 858

System flux (lm) 591

Physical

Colour Wenge

Trim No

Orientation Adjustable

Longitudinal tilting (°) 20

Net weight (kg) 1

IP 20

IP external 20

GWT
850º

Download
Mounting instructions PDF

Photometric Files
LDT / IES ZIP

Technical Drawings
2D ZIP

3D ZIP
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Schematic light drawing

Photometric

Light distribution Symmetric

CCT (K) 3000

CRI> 80

Beam angle C0-180 (º) 26

Beam angle C90-270
(º)

27

Electrical

Insulation class I

Frequency (Hz) 50/60

Driver Integrated

Dimmable No

Dimming type Non Dimmable

Emergency type No
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