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Compass Opal P @ 90

Designed by Flos Architectural, 2013

LED retrofit - 498Im - 3000K

Recessed 12V lamp luminaire. Remote transformer not included.
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Main specifications Physical 290
Ceiling recessed Matte White
Indoor dry location No
LED retrofit Fixed
Download
QT-12 117
Mounting instructions
GY6.35 0.40
No 43 Photometric Files
1 43 LDT/IES
498
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order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Beam Angle:  64°
h(m)  E(lx) D(m)
1373 125
2 93 2.50
3 41 375
4 23 5.00
5 15 6.24
Luminous flux luminaire
9101m
Photometric Electrical
Lighting type Direct 1 class 11
Light distribution Symmetric requency (Hz) 50/60
CCT (K) 3000 Driver Remote excluded
No
Dimming t Electronic 12V
Eme cy type No
https://professional.flos.com/en/global/product/compass-opal-p-90-03.3538.30/ 03.3538.30
©2022 Flos - P.IVA 00290820174 - 12/26/2022 professional.flos.com | info@flos.com 2/2

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Images and colours are not part of any contract or warrantyin any way.


https://professional.flos.com/en/global/product/compass-opal-p-90-03.3538.30/
https://professional.flos.com/en/global/
mailto:info@flos.com

