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Indirect Light Tube 900 mm
Designed by Vincent Van Duysen, 2020

LED - Top LED - 20W - 1239Im - 2700K - CRI> 90

Diffused indirect LED light module to be installed in the Infra-Structure Episode 2.
Safety fixing and locking mechanical elements integrated for a transversal
installation between two rods of the profile. The Light Tubes are only fed by one of
the ends and do not communicate current through the other end. Each lighting
element is completed by a long 4m electrical cable equipped with an output
microconnector.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling surface White
Indoor dry location Fixed
LED 900
Top LED 0.7
LED 20
No 20
Opal
1
20
23
1239
53.87
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order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and

screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you

receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical

data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Beam Angle:  93°
h(m)  E(lx) D(m)
“‘ 1 530 212
2 133 425
&\\‘"’/ 3 59 637
;"5}\\] A 4 33 8.50
// 5 21 10.62
Luminous flux luminaire
1239 Im
Photometric Electrical
Lighting Indirect nsulation class 11
Light distribution Symmetric 1 voltage (V) 48
CCT (K) 2700 Remote excluded
CRI> 90 Dimmable Yes
3 Emergency type No
L80B50
99
93
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Accessories & Power Supply

REQUIRED
Power supply

Electrical

LED power supply source for

remote installation, 48V/120W.

220/240 Vac

OPTIONAL
Control interface

Electrical

LED module 1/10V dimmable
control unit for 12 to 48V
equipment.

REQUIRED
Power supply

Electrical

LED Power Supply Source for
remote installation. 48V/320W.
1007240 Vac

()

wo. (D DALT |
DLB1248-1CH-BUS c €
120V

Out Gy orCe

OPTIONAL
Control interface

Electrical

Dimmable Dali control unit for
12-48Vdc LED modules

REQUIRED
Power supply

Electrical

LED Power Supply Source for
remote installation. 48V. 100Vac
(150W)-240Vac (200W)
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OPTIONAL
Control interface

Electrical

Casambi controller. Use only with
60.9361. Requires 1-10V or Dali
driver. It must be ordered
separately
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